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800 A computer program product.

802 A signal bearing medium.

804 atleast one of

one or more instructions for formatting data to instruct a process unit to
add a gelling agent to a solution having a first type of carbon nanotubes and a
second type of carbon nanotubes to form a gel;

one or more instructions for formatting data to instruct a process unit to
compact the gel to form a compacted gel and a liquid;

one or more instructions for formatting data to instruct a process unit to
remove at least a portion of the liquid;

one or more instructions for formatting data to instruct a process unit to
remove at least a portion of the first type of carbon nanotubes from the liquid;

one or more instructions for formatting data to instruct a process unit to
disperse the compacted gel to form a dispersed gel;

one or more instructions for formatting data to instruct a process unit to
remove at least a portion of the second type of carbon nanotubes from the
dispersed gel;

one or more instructions for formatting data to instruct a process unit to
add a gel to a solution having a first type of carbon nanotubes and a second type
of carbon nanotubes to form an expanded gel;

one or more instructions for formatting data to instruct a process unit to
compact the expanded gel to form a compacted gel and a liquid;

one or more instructions for formatting data to instruct a process unit to
remove at least a portion of the liquid;

one or more instructions for formatting data to instruct a process unit to
remove at least a portion of the first type of carbon nanotubes from the liquid;

one or more instructions for formatting data to instruct a process unit to
disperse the compacted gel to form a dispersed gel; or

one or more instructions for formatting data to instruct a process unit to
remove at least a portion of the second type nanotubes from the dispersed gel.

806 a computer- | 808 a recordable |
| readable medium. J| | medium. L medium.
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1
CARBON NANOTUBE SEPARATION BY
REVERSIBLE GELATION

CROSS-REFERENCE TO RELATED
APPLICATION

The present application is a divisional filing under 35
U.S.C. §121 of and claims priority to U.S. patent application
Ser. No. 12/506,148, filed Jul. 20, 2009, now U.S. Pat. No.
8,308,955, the entire contents of which are incorporated
herein by reference.

BACKGROUND

1. Technical Field

The present disclosure relates generally to separation of
carbon nanotubes and, more specifically, to separation of
carbon nanotubes by reversible gelation.

2. Background

Carbon nanotubes or materials including carbon nanotubes
may offer desirable properties in a variety of applications,
such as nanotechnology, electronics, coatings and optics, for
example. In some instances, it may be necessary to separate
carbon nanotubes by type, by defect type or by defect rate.
Current methods for separating carbon nanotubes may be
difficult and may not be economical for many applications.

BRIEF DESCRIPTION OF THE DRAWINGS

Subject matter is particularly pointed out and distinctly
claimed in the concluding portion of the specification. The
foregoing and other features of the present disclosure will
become more fully apparent from the following description
and appended claims, taken in conjunction with the accom-
panying drawings. Understanding that these drawings depict
only several embodiments in accordance with the disclosure
and are, therefore, not to be considered limiting of its scope,
the disclosure will be described with additional specificity
and detail through use of the accompanying drawings.

In the drawings:

FIGS. 1-5 illustrate an example method for separating car-
bon nanotubes;

FIG. 6 illustrates a flowchart for an example method for
separating carbon nanotubes;

FIG. 7 illustrates an example system for the separation of
carbon nanotubes;

FIG. 8 illustrates an example computer program product;
and

FIG. 9 is a block diagram illustrating an example comput-
ing device, all arranged in accordance with at least some
embodiments of the present disclosure.

DETAILED DESCRIPTION

The following description sets forth various examples
along with specific details to provide a thorough understand-
ing of claimed subject matter. It will be understood by those
skilled in the art, however, that the claimed subject matter
may be practiced without some or more of the specific details
disclosed herein. Further, in some circumstances, well-
known methods, procedures, systems, components and/or
circuits have not been described in detail in order to avoid
unnecessarily obscuring claimed subject matter. In the fol-
lowing detailed description, reference is made to the accom-
panying drawings, which form a part hereof. In the drawings,
similar symbols typically identify similar components, unless
context dictates otherwise. The illustrative embodiments
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described in the detailed description, drawings, and claims
are not meant to be limiting. Other embodiments may be
utilized, and other changes may be made, without departing
from the spirit or scope of the subject matter presented here.
It will be readily understood that the aspects of the present
disclosure, as generally described herein, and illustrated in
the figures, may be arranged, substituted, combined, and
designed in a wide variety of different configurations, all of
which are explicitly contemplated and make part of this dis-
closure.

This disclosure is drawn, inter alia, to methods, apparatus,
computer programs, and systems related to carbon nanotube
purification and separation by reversible gelation.

In the following description, algorithms and/or symbolic
representations of operations on data bits and/or binary digi-
tal signals stored within a computing system, such as within a
computer and/or computing system memory may be pre-
sented. An algorithm may generally be considered to be a
self-consistent sequence of operations and/or similar process-
ing leading to a desired result where the operations may
involve physical manipulations of physical quantities that
may take the form of electrical, magnetic and/or electromag-
netic signals capable of being stored, transferred, combined,
compared and/or otherwise manipulated. In various contexts
such signals may be referred to as bits, data, values, elements,
symbols, characters, terms, numbers, parameters, numerals,
etc. Those skilled in the art in light of the present disclosure
will recognize, however, that such terms may be used to
connote physical quantities. Hence, when terms such as “stor-
ing”, “processing”, “retrieving”, “calculating”, “determin-
ing” etc. are used in this description they may refer to the
actions of a computing platform, such as a computer or a
similar electronic computing device such as a wireless node
or hub, that manipulates and/or transforms data represented
as physical quantities including electronic and/or magnetic
quantities within the computing platform’s processors,
memories, registers, etc.

In some implementations of synthesizing or producing
carbon nanotubes, it may not be possible to specify which
type of carbon nanotubes are produced. In various production
techniques two or more types of carbon nanotubes may be
formed. For example, in some processes, metallic and semi-
conducting carbon nanotubes may be formed (along with
varying amounts of amorphous carbon). In this context, semi-
conducting carbon nanotubes and metallic carbon nanotubes
may be formed using the same process or processes and may
include substantially the same materials, and the semicon-
ducting and metallic distinction may be made based at least in
part on the electrical characteristics of the carbon nanotubes.
For example, metallic carbon nanotubes may be substantially
conductive or suitable for applications where a conducting
material may be desirable and semiconducting carbon nano-
tubes may be substantially semiconductive or may be suitable
for applications where semiconductive materials may be
desirable. For some applications, it may be desirable to use
only one type of carbon nanotube such that a pure or relatively
pure group of carbon nanotubes may be required. For
example, semiconducting carbon nanotubes may be desired
for semiconductor implementations, such as transistor device
formation, or the like. In other examples, metallic carbon
nanotubes may be desired for conductive implementations,
such as device interconnects, package interconnects, trans-
parent conductive coatings or the like. Metallic carbon nano-
tubes may be idealized and may be highly conductive such
that they may transport electrons ballistically. Semiconduct-
ing carbon nanotubes may include defects that may provide
their semiconductive nature.
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In various implementations, a mixture of two or more types
of carbon nanotubes may be provided for purification or
separation. The mixture may be formed by any suitable car-
bon nanotube preparation process. In an example, the mixture
may include metallic carbon nanotubes and semiconducting
carbon nanotubes. In some examples, any amorphous carbon
remaining after the formation of the carbon nanotubes may be
removed from the mixture by a suitable method. In an
example, the mixture may be provided as carbon nanotubes
dispersed in a solvent.

In an embodiment, a gelling agent, such as, for example, a
bi-functional or poly-functional amine, may be added to the
dispersed solution of, for example, two types of carbon nano-
tubes to form a gel by substantially cross linking between the
gelling agent and the carbon nanotubes. The gel may be
compacted to form a compacted gel and a liquid. The com-
pacted gel may be rich in one type of carbon nanotubes and
the liquid may be rich in another type of carbon nanotubes.
The liquid and the gel may be separated and the two types of
carbon nanotubes may be removed or purified from the liquid
and the gel, respectively. In some examples, the gel may be
re-dispersed before the carbon nanotubes are purified from
the gel to make the process simpler, less time consuming and
more economical. In some examples, the desired purity of
carbon nanotubes in the liquid and the gel may be obtained in
one batch process separation. In other examples, the separa-
tion may be repeated, for example, by redispersing the gel,
optionally adding additional solvent, compacting the (redis-
persed) gel, and separating the liquid and the gel for purifi-
cation. Such a procedure may be repeated as necessary to
meet a desired purity. In other examples, the liquid may not be
of a desired purity and a separation procedure may be
repeated, for example, by adding a gelling agent to form
another gel, compacting the gel to form a compacted gel and
liquid, and removing the liquid for purification. Such a pro-
cedure may be repeated as necessary to meet a desired purity.
In some examples, the procedure may be implemented under
the control of a computer system.

In another embodiment, a gel including, for example, an
amine, may be added to or exposed to the dispersed solution
of, for example, two types of carbon nanotubes to form an
expanded gel. The expanded gel may be formed by the gel
swelling to include at least portions of the carbon nanotubes
and the solution. The expanded gel may be compacted to form
a compacted gel rich in one type of carbon nanotubes and a
liquid rich in another type of carbon nanotubes. The liquid
and the compacted gel may be separated and the carbon
nanotubes may be purified from the gel and the liquid. In
some examples, the desired separation may be attained in a
single separation process. In other examples, the gel or the
liquid or both may be subjected to repeated separation pro-
cessing (any number of times) to attain a desired or predeter-
mined purity. In some examples, the procedure may be imple-
mented under the control of a computer system.

In various embodiments, the gels discussed herein may
include thermoreversible gels such that, for example, the gel
may be re-suspended from compaction by heat treatment,
agitation or the like. In some examples, the gels may include
amines and various carbon nanotubes, such as semiconduct-
ing carbon nanotubes, may bind preferentially to the amines
or they may be strongly entrained in the gel such that a gel
phase may be rich in one or more types of carbon nanotubes
and a liquid phase may be rich in one or more other types of
carbon nanotubes.

FIGS. 1-5 illustrate an example method for separating car-
bonnanotubes in accordance with at least some embodiments
of the present disclosure. As illustrated in cross section in
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FIG. 1, a process unit 100 may include a vessel 115, a port
120, a port 125, a cover 130, a process jacket 135, and a
pressure port 140. Process jacket 135 may be used to provide
heating and/or cooling by, for example, running a fluid in the
jacket. In some examples, process port 140 may be used in
various process steps to force liquid or gels out of port 120
and/or port 125. The process unit may optionally include an
agitator or a stirrer, which is not shown for the sake of clarity
of presentation. In some examples, process unit 100 may be
capable of providing centrifugation, for example, by being
housed to a centrifugation chamber or by being configured to
be housed and removed from a centrifugation chamber.

A solution 105 including dispersed carbon nanotubes 110,
112 may be added to vessel 115 in any suitable manner, such
as, for example, by removing cover 130 or through port 125.
In some examples, solution 105 may be added to vessel 115
under the control of a computer system. Several carbon nano-
tubes are illustrated for the sake of clarity, however, any
number of carbon nanotubes may be provided for separation.
In various examples, thousands, millions, billions, several
moles, or more carbon nanotubes may be provided. Carbon
nanotubes 110, 112 may be of different types. In an example,
carbon nanotubes 110 may be metallic carbon nanotubes and
carbon nanotubes 112 may be semiconducting carbon nano-
tubes. In some examples, more than two types of carbon
nanotubes may be provided in solution 105. In other
examples, the carbon nanotubes to be separated may include,
for example, various types of single-walled carbon nano-
tubes, various types of multi-walled carbon nanotubes or the
like. Any carbon nanotubes that may have different affinities
or miscibilities for inclusion in a gel phase versus a liquid
phase may be separated by the methods discussed. The car-
bon nanotubes may be dispersed in any suitable solvent. In an
example, the solvent may be water.

Solution 105 may be attained or provided in any suitable
manner. In some examples, solution 105 may be formed by
producing carbon nanotubes and dispersal in a solvent by any
suitable technique or techniques. In an example, the dispersal
may include the addition or use of a surfactant, such as, for
example, sodium dodecyl sulfate, NaDS (C,,H,sSO,Na). In
some examples, the solution may be treated to remove amor-
phous carbon, aC, that may be present after carbon nanotubes
production using any suitable process.

As shown in FIG. 2, a gel 205 may be formed. In an
embodiment, a gelling agent may be added to solution 105 to
form gel 205. The gelling agent may be added to vessel 115 in
any suitable manner, for example, using port 125 or by
removing cover 130. In some examples, the gelling agent may
be added to vessel 115 under the control of a computer sys-
tem. The gelling agent may non-covalently cross-link with
some of the carbon nanotubes to form gel 205. In various
examples, the gelling agent may include an amine having two
or more functional groups, such as, for example, a bi-func-
tional or poly-functional amine. In various examples, the
amine may include an organic amine. In some examples, the
amine may be a long chain molecule or a polymer. In some
examples, the amine may be a bi-functional amine having two
functional groups, such as, for example, diaminobutane,
polyoxyethl bis(amine), or the like. In some examples, the
amine may be a poly-functional amine having more than two
functional groups, such as, for example, polyethylene amine.
In some examples, the amine may include an organic amine
that may be substantially soluble in the solvent the amine may
be dispersed in. In some examples, more than one amine may
be added to form the gel.

In another embodiment, a gel may be added to solution 105
to form gel 205. In such embodiments, gel 205 may be char-
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acterized as an expanded or swelled gel, such that the added
gel may expand upon exposure to solution 105 such that the
gel includes the carbon nanotubes. In some examples, a
supernatant liquid may be formed over the expanded gel (not
shown in FIG. 2). In some examples, the added gel may
include an amine that may include an inorganic amine, for
example, and the gel may be characterized as an inorganic
amine based gel. The expanded or swelled gel may be char-
acterized as an expanded inorganic amine based gel. In vari-
ous examples, the amine may include bi-functional amines or
poly-functional amines. In some examples, the added gel may
include a cross-linked polyamine. In some examples, the gel
may include a solvent, such as, for example, n-methylpyrroli-
done. In some examples, more than one inorganic amine may
be added to form the gel.

Although discussed separately above, in some examples, a
gelling agent and a gel may be used in combination. And in
some examples, organic and inorganic amines may be used
together to form a gel.

As illustrated in FIG. 3, gel 205 may be compacted to form
a compacted gel 305 and a liquid 310. In some examples, the
liquid may be characterized as a supernatant. The gel may be
compacted in any suitable manner. In various examples, the
compaction may include centrifugation, cooling (by any suit-
able heat transfer process, such as, for example, running cool
water in process jacket 135 around process unit 100), adding
a co-solvent, or the like. In some examples, the compaction
may be effected under the control of a computer system. In
various examples, compacted gel 305 may be rich in one type
of carbon nanotubes and liquid 310 may be rich in another
type of carbon nanotubes. In an example, compacted gel 305
may be rich in semiconducting carbon nanotubes and liquid
310 may be rich in metallic carbon nanotubes.

In some examples, solution 105 may include two types of
carbon nanotubes at a weight ratio. For example, the two
types of carbon nanotubes in solution 105 may have about the
same weight ratio and the ratio may be 1:1. In various
examples, solution 105 may include any weight ratio. In the
compacted gel and the liquid, the weight proportions may
vary from the original weight ratio such that a separation may
be achieved. In some examples, a pure separation or a sub-
stantially pure separation may occur, such that all of one type
of carbon nanotubes may be in the compacted gel and all of
another type of carbon nanotubes may be in the liquid. In
other examples, the separation may not be perfect, and the
weight ratio of one type of carbon nanotube to another type
may increase in the compacted gel and decrease in the liquid.
As will be discussed below, based at least in part on a weight
ratio (or other suitable purity measurement), it may be deter-
mined whether the separation process may be repeated. The
separation achieved may depend on a variety of factors, such
as, for example, the types of carbon nanotubes being sepa-
rated, the amount of compaction, the type of solvent, the type
of gelling agent(s) and/or gels used to form the gel to be
compacted, and environmental factors, such as, for example,
temperature and pressure.

As illustrated in FIG. 4, a portion or substantially all of
liquid 310 may be removed. Liquid 310 may be removed for
further processing, such as, for example, purification of the
carbon nanotubes it may contain or for repeated separation
processing, as is discussed further below. In some examples,
the carbon nanotubes in liquid 310 may be removed or puri-
fied. The carbon nanotubes may be removed by any suitable
technique that may remove them from the solvent, such as, for
example, a precipitation and wash process, a drying and heat-
ing process, an evaporative process, a dissolution process by
adding a co-solvent, or the like. In some examples, liquid 310
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may be discarded as it may contain carbon nanotubes or other
materials that may not be the target result of the separation
processing.

As shown in FIG. 5, compacted gel 305 may be dispersed
to form gel 505. Gel 505 may be characterized as a dispersed
gel or as a redispersed gel. The dispersion may be performed
in any suitable manner, such as, for example, heating, agitat-
ing, stirring, adding additional solvent, adding preheated sol-
vent or the like. In some examples, several methods may be
used in combination to disperse the gel. In an example, the
dispersion may include a heating and cooling cycle. In some
examples, the dispersion may be effected under the control of
a computer system. Gel 505 may be removed, for example,
using port 120 for further processing, such as, for example,
purification of the carbon nanotubes it may contain or for
repeated separation processing. The carbon nanotubes may
be removed from the dispersed gel by any suitable technique,
such as, for example, a precipitation and wash process, a
drying and heating process, an evaporative process, a disso-
Iution process by adding a co-solvent, or the like. In some
examples, the carbon nanotube removal may be implemented
under the control of a computer system. In some examples,
gel 505 (or gel 305) may be discarded as it may contain
carbon nanotubes or other materials that may not be target of
the separation processing.

FIG. 6 illustrates a flowchart for an example method for
separating carbon nanotubes in accordance with at least some
embodiments of the present disclosure. A method 600 may
provide for separating and purifying a solution of dispersed
carbon nanotubes. Method 600 may include one or more
functional operations or actions as illustrated by blocks 605-
695. In some examples, method 600 may be implemented
under the control of a computer system, as is discussed further
below.

At block 605, a mixture or solution of carbon nanotubes
dispersed in a solvent may be provided or attained by a variety
of carbon nanotube production techniques. Any of the mix-
tures of two or more types of carbon nanotubes as discussed
above may be provided. At block 610, a gel may be formed,
for example, by adding a gelling agent or adding a gel that
may be expanded, as discussed above with reference to FIG.
2. At block 615, the gel may be compacted, for example as
discussed above with reference to FIG. 3, to form a com-
pacted gel and a liquid. At block 620, the compacted gel and
the liquid may be separated in any suitable manner discussed
above with reference to FIG. 4, for example.

At block 625, the purity of the liquid may be analyzed to
determine whether it meets a desired or predetermined purity.
In an example, the purity may be determined based on sample
measurements and results such as, for example, the weight
ratio of one type of carbon nanotube to another type in the
liquid. The sample measurements may include measurements
ofliquid samples using any suitable measurement equipment,
such as, for example, chromatography equipment, spectros-
copy equipment, mass spectrometry equipment, crystallog-
raphy equipment, electron microscopes, or lab on a chip
equipment. In some examples, the measurement equipment
may be operated under the control of a computer system. In
some examples, the measurement equipment may be inte-
grated with the process unit. In an example, the weight ratio
may be a weight ratio of metallic carbon nanotubes to semi-
conducting carbon nanotubes. The desired purity may be a
weight ratio in the range of about 0.7 to 1.0, for example. In
other examples, the purity attained may be assumed based at
least in part on past results, experimental results, or process
modeling. For example, for separating various types of car-
bon nanotubes, previous results or experimental extrapola-
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tions may allow for the purity to be assumed based at least in
part on, for example, whether performing one separation
procedure was sufficient to achieve the desired purity.

If the desired purity is determined to be obtained at block
625 for example, by a computer system, the method may
continue at block 630. At block 630, the carbon nanotubes in
the liquid (rich in a particular type of carbon nanotubes, for
example, metallic carbon nanotubes) may be removed from
the liquid. The removal may be a purification or a harvesting,
for example. The removal of carbon nanotubes from the lig-
uid may include any suitable process as discussed above.

If the desired purity is determined to not be obtained at
block 625, the method may continue at block 635 and another
gel may be formed, as discussed above, such as, for example,
with reference to FIG. 2. If gelling agents are used, the gelling
agent may be the same as the gelling agent added at block 610
oritmay be different. If gels are added to form expanded gels,
the added gel may be the same or it may be different. At block
640, the gel may be compacted in any manner as discussed
above to form a compacted gel and a liquid. At block 645, the
compacted gel and the liquid may be separated, as discussed
above. At block 625, it may be determined whether a desired
purity of the liquid may have been obtained and the process
may continue to block 630 or it may repeat as needed before
the carbon nanotubes are removed from a liquid at block 630.
In some examples, a number of process repeats or a counter
for example, under the control of a computer system, may be
used to determine whether a desired purity has been attained,
such that experimental testing, for example, may not be
required.

As discussed, at block 645, the compacted gel and the
liquid may be separated. At decision point 650, it may be
determined what processing the gel may be subjected to. In
some examples, the gel may be added to a previously attained
gel for further processing and, for example, the gel may be
added to the gel attained at block 620 prior to processing, as
shown in method 600 by the gel being added prior to the
processing illustrated at block 660. In other examples, the gel
may be dispersed, as discussed above, prior to being added to
a previously attained gel, such as, for example, it may be
added prior to the processing illustrated at block 665 (not
shown). In some examples, the carbon nanotubes may be
removed from the gel, as shown at block 670. In some
examples the gel may be dispersed (not shown) prior to the
removal of the carbon nanotubes. In other examples, the gel
may be discarded, as shown at block 655. At block 650, the
decision may be made based on a variety of suitable factors,
such as, for example, the desired product results, the types of
carbon nanotubes being separated, the purity of the gel, pro-
cess economics or the like. In some examples, the decision
may be implemented under the control of a computer system.

As discussed, a compacted gel and a liquid may be sepa-
rated at block 620. At block 660 the compacted gel (and any
gel added to it) may be dispersed in any manner as discussed
above, for example, as discussed with reference to FIG. 5. At
block 660, the purity of the gel may be determined and com-
pared with a desired or predetermined purity. In an example,
the purity may be determined based on sample measurements
and results such as, for example, the weight ratio of one type
of carbon nanotube to another type in the dispersed gel. The
sample measurements may include measurements of gel
samples using any suitable measurement equipment, such as,
for example, chromatography equipment, spectroscopy
equipment, mass spectrometry equipment, crystallography
equipment, electron microscopes, or lab on a chip equipment.
In some examples, the measurement equipment may be oper-
ated under the control of a computer system. In some
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examples, the measurement equipment may be integrated
with the process unit. Based at least in part on the comparison,
the processing for the dispersed gel may be determined. In an
example, the purity may be determined based on sample
measurements and results such as, for example, the weight
ratio of one type of carbon nanotube to another type. In an
example, the weight ratio may be a weight ratio of semicon-
ducting carbon nanotubes to metallic carbon nanotubes. The
desired purity may be a weight ratio in the range of about 0.7
to 1.0, for example. In other examples, the purity attained may
be assumed based at least in part on past results or experi-
mental extrapolations that may allow for the purity to be
assumed based at least in part on, for example, whether per-
forming one separation procedure was sufficient to achieve
the desired purity.

If the desired purity is determined to be obtained at block
665, the method may continue at block 670. At block 670, the
carbon nanotubes in the gel, which may be rich in a particular
type of carbon nanotubes, for example, metallic carbon nano-
tubes, may be removed from the dispersed gel, as discussed
above. The removal may include any suitable process, as
discussed above.

If the desired purity is determined to not be obtained at
block 665, the method may continue at block 675. At block
675, solvent may optionally be added to the dispersed gel. In
some examples, solvent may not be added to the dispersed gel
and block 675 may be skipped. At block 680, the gel may be
compacted in any manner as discussed above and, for
example, as discussed with reference to FIG. 3, to form a
compacted gel and a liquid. At block 685, the compacted gel
and liquid may be separated as discussed above. As shown,
the gel may be again checked for purity, as shown at block
665. In some examples, a number or process repeats or a
counter, for example, under the control of a computer system,
may be used to determine whether a desired purity has been
attained, such that experimental testing, for example, at each
process repeat, may not be required. For example, the counter
value may be compared to a predetermined value to deter-
mine whether processing may be continued at block 670 (if
the counter value and the predetermined value match, for
example) or at block 675 (if the counter value is less than the
predetermined value, for example).

At decision point 690, it may be determined what process-
ing the liquid may be subjected to. In some examples, the
liquid may be added to a previously attained liquid for further
processing and, for example, the liquid may be added to the
liquid attained at block 620 prior to processing, as shown at
block 660. In some examples, the carbon nanotubes in the
liquid may be removed by any suitable process as discussed
above, as shown at block 630. In other examples, the liquid
may be discarded, as shown at block 695.

Although method 600 has been discussed with respect to
separating two types of carbon nanotubes from a mixture, in
other examples, the method may include the separation of
more than two types of carbon nanotubes. In some examples,
one type of carbon nanotubes may be separated to the liquid
and two types of carbon nanotubes may be separated to the
gel. The carbon nanotubes in the liquid may be removed, as
discussed. In an example, the gel, containing two types of
carbon nanotubes, for example, may be dispersed and another
separation method, similar to those discussed, may be per-
formed to separate those two types of carbon nanotubes. In a
similar manner, the discussed techniques may be extended to
separate any number of types carbon nanotubes so long as at
least some of those types carbon nanotubes may have differ-
ent affinities for the liquid phase and the gel phase.
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Although the discussion herein has focused on batch pro-
cessing techniques, the techniques may be extended to con-
tinuous processing techniques. For example, a solution hav-
ing two or more types carbon nanotubes may be continuously
introduced to a processing environment, such as, for example,
a continuous flow vessel, including a gel phase and a liquid
phase. Portions of the liquid phase and the gel phase may be
continuously removed and gelling agents and solvents, for
example, may be continuously added to the process. In such
a system, a steady-state may be reached such that the liquid
phase is rich in one or more types of carbon nanotubes while
the gel phase is rich in one or more other types of carbon
nanotubes. In some examples, the gel and liquid phases may
be subjected to various temperatures and pressures to alter-
natively compress and relax or re-disperse the gel. In some
examples, the removal and/or addition of materials may be
timed such that they are removed and/or added when the gel
is dispersed. In various examples, the materials and tech-
niques discussed above may be implemented in such a con-
tinuous process flow.

Turning now to other embodiments that may perform any
of the methods as discussed above, FIG. 7 illustrates an
example system 700 for the separation of carbon nanotubes in
accordance with at least some embodiments of the present
disclosure. System 700 may be used to perform some or all of
the functions discussed above in connection with FIGS. 1-6.
System 700 may include a process unit 710 operably coupled
to a processor 730 that may include process unit control logic
720. Process unit 710 may include any or all of the process
unit characteristics as discussed above. In some examples,
process unit 710 may include a vessel, various ports, various
pressure ports, a process jacket, one or more agitators, and a
cover. Those components may be housed in a centrifugation
chamber or they may be configured such that some or all of
them may be added to and removed from a centrifugation
chamber. The process unit may also include electro-mechani-
cal devices that may be utilized to actuate the various com-
ponents. In some examples, the ports may include or be
in-line with valves that may be operable under applied sig-
nals, such as, for example, communication signals. In some
examples, the ports may be connected to additional vessels
that may provide the materials, such as, for example, a solu-
tion having carbon nanotubes for separation, gelling agents,
solvents and the like. In some examples, the ports may be
attached to vessels that may collect materials, such as, for
example, dispersed gels enriched in carbon nanotubes, waste
solvents, liquids enriched in carbon nanotubes, and the like.
In some examples, a variety of ports may be included such
that each process material has a port to the vessel. In other
examples, a manifold or manifolds may be provided such that
avariety of process materials may be removed or added using
one port (or a few ports). In some examples, the cover may be
operable by a motor or other device such that it may be
removed under the operation of applied signals, such as, for
example, communication signals. In some examples, a liquid
flow through a process jacket may be controlled under the
operation of applied signals, such as, for example, commu-
nication signals.

In some examples, system 700 may include a processor
730. In some examples, processor 730 may be implemented
as part of a computer system. System 700 may include pro-
cess unit control logic 720 that may be configured to under-
take various methods, functional operations, actions, and/or
blocks such as those described previously for FIG. 1-6. Fur-
ther, system 700 may include additional items such as
memory, a router, network interface logic, etc. Process unit
control logic 720 may be configured to provide any of the
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functionality described herein and claimed subject matter is
not limited to specific types or manifestations of processing
logic. For example, processor 730 may be a microprocessor
or Central Processing Unit (CPU). In other implementations,
processor 730 may be an Application Specific Integrated
Circuit (ASIC), a Field Programmable Gate Array (FPGA), a
digital signal processor (DSP), or other integrated formats.
Processor 730 and process unit 710 may communicate by any
suitable means, such as, for example, by wired connections or
wireless connections.

FIG. 8 illustrates an example computer program product
800 arranged in accordance with at least some embodiments
of'the present disclosure. Program product 800 may include a
signal bearing medium 802. Signal bearing medium 802 may
include one or more instructions 804 that, when executed by,
for example, a processor, may provide the functionality
described above with respect to FIGS. 1-6 and the related
disclosure. In some examples, a processor may provide one or
more instructions for formatting data to instruct a process unit
to provide the functionality described above with respect to
FIGS. 1-6 and the related disclosure. Thus, for example, a
processor may undertake one or more of the blocks shown in
FIG. 6 in response to instructions 804 conveyed by medium
802.

In some implementations, signal bearing medium 802 may
encompass a computer-readable medium 806, such as, but not
limited to, a hard disk drive, a Compact Disc (CD), a Digital
Video Disk (DVD), a digital tape, memory, etc. In some
implementations, signal bearing medium 802 may encom-
pass a recordable medium 808, such as, but not limited to,
memory, read/write (R/W) CDs, R/W DVDs, etc. In some
implementations, signal bearing medium 802 may encom-
pass a communications medium 810, such as, but not limited
to, a digital and/or an analog communication medium (e.g., a
fiber optic cable, a waveguide, a wired communications link,
a wireless communication link, etc.). Thus, for example, pro-
gram product 800 may be wirelessly conveyed by signal
bearing medium 802, where signal bearing medium 802 is
conveyed to an implementing device by a wireless commu-
nications medium 810 (e.g., an wireless communications
medium conforming with the 802.11 standard).

FIG. 9 is a block diagram illustrating an example comput-
ing device 900 arranged for controlling a process unit to
separate carbon nanotubes in accordance with at least some
embodiments of the present disclosure. In a basic configura-
tion 901, computing device 900 may include one or more
processors 910 and system memory 920. A memory bus 930
may be used for communicating between processor 910 and
system memory 920.

Depending on the configuration, processor 910 may be of
any type including, but not limited to, a microprocessor (UP),
a microcontroller (uC), a digital signal processor (DSP), or
any combination thereof. Processor 910 may include one or
more levels of caching, such as a level one cache 911 and a
level two cache 912, a processor core 913, and registers 914.
The processor core 913 may include an arithmetic logic unit
(ALU), a floating point unit (FPU), a digital signal processing
core (DSP Core), or any combination thereof. A memory
controller 915 may be used with processor 910, or memory
controller 915 may be an internal part of the processor 910.

Depending on the desired configuration, system memory
920 may be of any type including, but not limited to, volatile
memory (such as RAM), non-volatile memory (such as
ROM, flash memory, etc.) or any combination thereof. Sys-
tem memory 920 may include an operating system 921, one
or more applications 922, and program data 924. Application
922 may include an process unit application 923 to perform
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functions described herein including, but not limited to, the
methods, functional operations, actions or blocks described
with respect to FIGS. 1-6 and the associated disclosure. In
some examples, the process unit application may provide one
or more instructions for to instruct a process unit to provide
the functionality described above with respect to FIGS. 1-6
and the related disclosure. Program Data 924 may include
process unit data 925 for use in process unit application 923,
for example, data corresponding to process unit control, con-
trol of various process unit components, and the like. In some
embodiments, application 922 may be arranged to operate
with program data 924 on an operating system 921 such that
implementations of carbon nanotube separation may be pro-
vided as described herein. This described basic configuration
is illustrated in FIG. 9 by those components within dashed
line 901.

Computing device 900 may have additional features or
functionality, and additional interfaces to facilitate commu-
nications between the basic configuration 901 and any
required devices and interfaces. For example, a bus/interface
controller 940 may be used to facilitate communications
between the basic configuration 901 and one or more data
storage devices 950 via a storage interface bus 941. Data
storage devices 950 may be removable storage devices 951,
non-removable storage devices 952, or a combination
thereof. Examples of removable storage and non-removable
storage devices may include magnetic disk devices such as
flexible disk drives and hard-disk drives (HDD), optical disk
drives such as compact disk (CD) drives or digital versatile
disk (DVD) drives, solid state drives (SSD), or tape drives, or
the like. Example computer storage media may include vola-
tile and nonvolatile, removable and non-removable media
implemented in any method or technology for storage of
information, such as computer readable instructions, data
structures, program modules, or other data.

System memory 920, removable storage 951 and non-
removable storage 952 are all examples of computer storage
media. Computer storage media includes, but is not limited
to, RAM, ROM, EEPROM, flash memory or other memory
technology, CD-ROM, digital versatile disks (DVD) or other
optical storage, magnetic cassettes, magnetic tape, magnetic
disk storage or other magnetic storage devices, or any other
medium which may be used to store the desired information
and which may be accessed by computing device 900. Any
such computer storage media may be part of device 900.

Computing device 900 may include an interface bus 942
for facilitating communication from various interface devices
(e.g., output interfaces, peripheral interfaces, and communi-
cation interfaces) to basic configuration 901 via the bus/
interface controller 940. Example output interfaces 960
include a graphics processing unit 961 and an audio process-
ing unit 962, which may be configured to communicate to
various external devices such as a display or speakers via one
or more A/V ports 963. Example peripheral interfaces 970
include a serial interface controller 971 or a parallel interface
controller 972, which may be configured to communicate
with external devices such as input devices (e.g., keyboard,
mouse, pen, voice input device, touch input device, etc.) or
other peripheral devices (e.g., printer, scanner, etc.) via one or
more [/O ports 973. An example communication interface
980 includes a network controller 981, which may be
arranged to facilitate communications with one or more other
computing devices 990 over a network communication via
one or more communication ports 982. A communication
connection is one example of a communication media. Com-
munication media may typically be embodied by computer
readable instructions, data structures, program modules, or
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other data in a modulated data signal, such as a carrier wave or
other transport mechanism, and may include any information
delivery media. A “modulated data signal” may be a signal
that may have one or more of its characteristics set or changed
in such a manner as to encode information in the signal. By
way of example, and not limitation, communication media
may include wired media such as a wired network or direct-
wired connection, and wireless media such as acoustic, radio
frequency (RF), infrared (IR) or other wireless media. The
term computer readable media as used herein may include
both storage media and communication media.

Computing device 900 may be implemented as a portion of
a small-form factor portable (or mobile) electronic device
such as a cell phone, a personal data assistant (PDA), a per-
sonal media player device, a wireless web-watch device, a
personal headset device, an application specific device, or a
hybrid device that includes any of the above functions. Com-
puting device 900 may be implemented as a personal com-
puter including both laptop computer and non-laptop com-
puter configurations. In addition, computing device may be
implemented as part of a system for separating carbon nano-
tubes, such as, for example, system 700 described above with
respect to FIG. 7.

Claimed subject matter is not limited in scope to the par-
ticular implementations described herein. For example, some
implementations may be in hardware, such as employed to
operate on a device or combination of devices, for example,
whereas other implementations may be in software and/or
firmware. Likewise, although claimed subject matter is not
limited in scope in this respect, some implementations may
include one or more articles, such as a storage medium or
storage media. This storage media, such as CD-ROMs, com-
puter disks, flash memory, or the like, for example, may have
instructions stored thereon, that, when executed by a system,
such as a computer system, computing platform, or other
system, for example, may result in execution of a processor in
accordance with claimed subject matter, such as one of the
implementations previously described, for example. As one
possibility, a computing platform may include one or more
processing units or processors, one or more input/output
devices, such as a display, akeyboard and/or amouse, and one
or more memories, such as static random access memory,
dynamic random access memory, flash memory, and/or a hard
drive.

Reference in the specification to “an implementation,”
“one implementation,” “some implementations,” “other
implementations,” “an example,” “some examples,” “various
examples,” or “other examples” may mean that a particular
feature, structure, or characteristic described in connection
with one or more implementations or examples may be
included in at least some implementations or examples, but
not necessarily in all implementations or examples. The vari-
ous appearances of “an implementation,” “one implementa-
tion,” “some implementations,” “an example,” “some
examples,” “various examples,” or “other examples” in the
preceding description are not necessarily all referring to the
same implementations or examples.

In the preceding description, various aspects of claimed
subject matter have been described. For purposes of explana-
tion, specific numbers, systems and/or configurations were
set forth to provide a thorough understanding of claimed
subject matter. However, it should be apparent to one skilled
in the art and having the benefit of this disclosure that claimed
subject matter may be practiced without the specific details.
In other instances, well-known features were omitted and/or
simplified so as not to obscure claimed subject matter. While
certain features have been illustrated and/or described herein,
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many modifications, substitutions, changes and/or equiva-
lents will now, or in the future, occur to those skilled in the art.
It is, therefore, to be understood that the appended claims are
intended to cover all such modifications and/or changes as fall
within the true spirit of claimed subject matter.

There is little distinction left between hardware and soft-
ware implementations of aspects of systems; the use of hard-
ware or software is generally (but not always, in thatin certain
contexts the choice between hardware and software may
become significant) a design choice representing cost vs.
efficiency tradeoffs. There are various vehicles by which pro-
cesses and/or systems and/or other technologies described
herein may be eftected (e.g., hardware, software, and/or firm-
ware), and that the preferred vehicle will vary with the context
in which the processes and/or systems and/or other technolo-
gies are deployed. For example, if an implementer determines
that speed and accuracy are paramount, the implementer may
opt for a mainly hardware and/or firmware vehicle; if flex-
ibility is paramount, the implementer may opt for a mainly
software implementation; or, yet again alternatively, the
implementer may opt for some combination of hardware,
software, and/or firmware.

The foregoing detailed description has set forth various
embodiments of the devices and/or processes via the use of
block diagrams, flowcharts, and/or examples. Insofar as such
block diagrams, flowcharts, and/or examples contain one or
more functions and/or operations, it will be understood by
those within the art that each function and/or operation within
such block diagrams, flowcharts, or examples may be imple-
mented, individually and/or collectively, by a wide range of
hardware, software, firmware, or virtually any combination
thereof. In one embodiment, several portions of the subject
matter described herein may be implemented via Application
Specific Integrated Circuits (ASICs), Field Programmable
Gate Arrays (FPGAs), digital signal processors (DSPs), or
other integrated formats. However, those skilled in the art will
recognize that some aspects of the embodiments disclosed
herein, in whole or in part, may be equivalently implemented
in integrated circuits, as one or more computer programs
running on one or more computers (e.g., as one or more
programs running on one or more computer systems), as one
Or more programs running on one or more processors (e.g., as
one or more programs running on one or more Microproces-
sors), as firmware, or as virtually any combination thereof,
and that designing the circuitry and/or writing the code for the
software and/or firmware would be well within the skill of
one of skill in the art in light of this disclosure. In addition,
those skilled in the art will appreciate that the mechanisms of
the subject matter described herein are capable of being dis-
tributed as a program product in a variety of forms, and thatan
illustrative embodiment of the subject matter described
herein applies regardless of the particular type of signal bear-
ing medium used to actually carry out the distribution.
Examples of a signal bearing medium include, but are not
limited to, the following: a recordable type medium such as a
floppy disk, a hard disk drive, a Compact Disc (CD), a Digital
Video Disk (DVD), a digital tape, a computer memory, etc.;
and a transmission type medium such as a digital and/or an
analog communication medium (e.g., a fiber optic cable, a
waveguide, a wired communications link, a wireless commu-
nication link, etc.).

Those skilled in the art will recognize that it is common
within the art to describe devices and/or processes in the
fashion set forth herein, and thereafter use engineering prac-
tices to integrate such described devices and/or processes into
data processing systems. That is, at least a portion of the
devices and/or processes described herein may be integrated
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into a data processing system via a reasonable amount of
experimentation. Those having skill in the art will recognize
that a typical data processing system generally includes one
or more of a system unit housing, a video display device, a
memory such as volatile and non-volatile memory, proces-
sors such as microprocessors and digital signal processors,
computational entities such as operating systems, drivers,
graphical user interfaces, and applications programs, one or
more interaction devices, such as a touch pad or screen,
and/or control systems including feedback loops and control
motors (e.g., feedback for sensing position and/or velocity;
control motors for moving and/or adjusting components and/
or quantities). A typical data processing system may be
implemented utilizing any suitable commercially available
components, such as those typically found in data computing/
communication and/or network computing/communication
systems.

The herein described subject matter sometimes illustrates
different components contained within, or connected with,
different other components. It is to be understood that such
depicted architectures are merely exemplary, and that in fact
many other architectures may be implemented which achieve
the same functionality. In a conceptual sense, any arrange-
ment of components to achieve the same functionality is
effectively “associated” such that the desired functionality is
achieved. Hence, any two components herein combined to
achieve a particular functionality may be seen as “associated
with” each other such that the desired functionality is
achieved, irrespective of architectures or intermedial compo-
nents. Likewise, any two components so associated may be
viewed as being “operably connected”, or “operably
coupled”, to each other to achieve the desired functionality,
and any two components capable of being so associated may
be viewed as being “operably couplable”, to each other to
achieve the desired functionality. Specific examples of oper-
ably couplable include, but are not limited to, physically
mateable and/or physically interacting components and/or
wirelessly interactable and/or wirelessly interacting compo-
nents and/or logically interacting and/or logically inter-
actable components.

With respect to the use of substantially any plural and/or
singular terms herein, those having skill in the art may trans-
late from the plural to the singular and/or from the singular to
the plural as is appropriate to the context and/or application.
The various singular/plural permutations may be expressly
set forth herein for sake of clarity.

Itwill be understood by those within the art that, in general,
terms used herein, and especially in the appended claims
(e.g., bodies of the appended claims) are generally intended
as “open” terms (e.g., the term “including” should be inter-
preted as “including but not limited to,” the term “having”
should be interpreted as “having at least,” the term “includes”
should be interpreted as “includes but is not limited to,” etc.).
It will be further understood by those within the art that if a
specific number of an introduced claim recitation is intended,
such an intent will be explicitly recited in the claim, and in the
absence of such recitation no such intent is present. For
example, as an aid to understanding, the following appended
claims may containusage of the introductory phrases “at least
one” and “one or more” to introduce claim recitations. How-
ever, the use of such phrases should not be construed to imply
that the introduction of a claim recitation by the indefinite
articles “a” or “an” limits any particular claim containing
such introduced claim recitation to inventions containing
only one such recitation, even when the same claim includes
the introductory phrases “one or more” or “at least one” and

indefinite articles such as “a” or “an” (e.g., “a” and/or “an”
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should typically be interpreted to mean “at least one” or “one
or more”); the same holds true for the use of definite articles
used to introduce claim recitations. In addition, even if a
specific number of an introduced claim recitation is explicitly
recited, those skilled in the art will recognize that such reci-
tation should typically be interpreted to mean at least the
recited number (e.g., the bare recitation of “two recitations,”
without other modifiers, typically means at least two recita-
tions, or two or more recitations). Furthermore, in those
instances where a convention analogous to “at least one of A,
B, and C, etc.” is used, in general such a construction is
intended in the sense one having skill in the art would under-
stand the convention (e.g., “a system having at least one of A,
B, and C” would include but not be limited to systems that
have A alone, B alone, C alone, A and B together, A and C
together, B and C together, and/or A, B, and C together, etc.).
In those instances where a convention analogous to “at least
oneof A, B, or C, etc.” is used, in general such a construction
is intended in the sense one having skill in the art would
understand the convention (e.g., “a system having at least one
of'A, B, or C” would include but not be limited to systems that
have A alone, B alone, C alone, A and B together, A and C
together, B and C together, and/or A, B, and C together, etc.).
It will be further understood by those within the art that
virtually any disjunctive word and/or phrase presenting two
or more alternative terms, whether in the description, claims,
or drawings, should be understood to contemplate the possi-
bilities of including one of the terms, either of the terms, or
both terms. For example, the phrase “A or B” will be under-
stood to include the possibilities of “A” or “B” or “A and B.”

What is claimed is:

1. A carbon nanotube separation system comprising:

a process unit, measurement equipment, and a processor
configured to perform control operations of the process
unit, the process unit comprising:

a vessel that contains a gelling agent that includes an
organic amine having two or more functional groups
and a solution, the solution having a first type of
carbon nanotubes with an affinity or miscibility for
inclusion in a gel such that the gelling agent non-
covalently cross-links with at least a portion of the
first type of nanotubes to form the gel, and a second
type of carbon nanotubes with a different affinity or
miscibility from the first type of carbon nanotubes
such that the first type of carbon nanotubes and the
second type of carbon nanotubes are separated
through a compaction of the gel causing the second
type of carbon nanotubes to be removed as a liquid;

a process jacket through which a fluid flows to cool the
vessel in order to enable the compaction of the gel to
form the compacted gel and the liquid, wherein the
liquid is removed from the vessel through one or more
ports of the process unit to extract at least a portion of
the second type of carbon nanotubes from the liquid,
wherein the measurement equipment is configured to
determine an obtained purity of the removed liquid by
analyzing weight ratio of the types of carbon nano-
tubes in the removed liquid, and the processor con-
trols operations of the process unit responsive to the
analysis of the measurement equipment; and

an agitator configured to disperse the compacted gel to
form a dispersed gel, wherein the dispersed gel is
removed from the vessel through the one or more
ports of the process unit to extract at least a portion of
the first type of carbon nanotubes from the dispersed
gel.
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2. The carbon nanotube separation system of claim 1,
wherein the vessel is housed in a centrifugation chamber.

3. The carbon nanotube separation system of claim 1,
wherein the process unit and the processor are operably
coupled by a wireless connection.

4. The system of claim 1, wherein the measurement equip-
ment includes one or more of chromatography equipment,
spectroscopy equipment, mass spectrometry equipment,
crystallography equipment, electron microscopes, and lab on
a chip equipment.

5. The system of claim 1, wherein the processor is further
configured to determine whether the obtained purity of the
removed liquid determined by the measurement equipment
corresponds to a predetermined purity.

6. The system of claim 5, wherein the processor controls
the operations of the process unit to extract at least the portion
of the second type of carbon nanotubes from the liquid in
response to a determination that the obtained purity of the
removed liquid corresponds to the predetermined purity.

7. The system of claim 5, wherein the processor controls
the operations of the process unit to form another gel for
compaction in response to a determination that the obtained
purity of the removed liquid does not correspond to the pre-
determined purity.

8. A carbon nanotube separation system comprising:

a process unit, measurement equipment, and a processor
configured to perform control operations of the process
unit, the process unit comprising:

a vessel that contains a gel that includes an amine and a
solution, the solution having a first type of carbon
nanotubes with an affinity or miscibility for inclusion
inthe gel such that the amine of the gel non-covalently
cross-links with at least a portion of the first type of
nanotubes to form an expanded gel, and a second type
of carbon nanotubes with a different affinity or mis-
cibility from the first type of carbon nanotubes such
that the first type of carbon nanotubes and the second
type of carbon nanotubes are separated through a
compaction of the expanded gel causing the second
type of carbon nanotubes to be removed as a liquid;

a process jacket through which a fluid flows to cool the
vessel in order to enable the compaction of the
expanded gel to form the compacted gel and the lig-
uid, wherein the liquid is removed from the vessel
through the one or more ports of the process unit to
extract at least a portion of the second type of carbon
nanotubes from the liquid, wherein the measurement
equipment is configured to determine an obtained
purity of the removed liquid by analyzing a weight
ratio of the types of carbon nanotubes in the removed
liquid, and the processor is configured to determine
whether the obtained purity of the removed liquid
corresponds to a predetermined purity, and control
operations and of the process unit responsive to the
analysis of the measurement equipment, the opera-
tions based on whether the obtained purity of the
removed liquid corresponds to the predetermined
purity; and

an agitator configured to disperse the compacted gel to
form a dispersed gel, wherein the dispersed gel is
removed from the vessel through the one or more
ports of the process unit to extract at least a portion of
the first type of carbon nanotubes from the dispersed
gel.

9. The carbon nanotube separation system of claim 8,
wherein the process unit further comprises at least one of a
pressure port or a cover.
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10. The carbon nanotube separation system of claim 8, expanded gel to form the compacted gel and the lig-
wherein the process unit and the processor are operably uid, wherein the liquid is removed from the vessel
coupled by a wired connection. through the one or more ports of the process unit to
11. A carbon nanotube separation system comprising; extract at least a portion of the second type of carbon
a process unit, measurement equipment, and a processor 3 nanotubes from the liquid, wherein the measurement
configured to perform control operations of the process equipment includes one or more of chromatography

equipment, spectroscopy equipment, mass spectrom-
etry equipment, crystallography equipment, electron
microscopes, and lab on a chip equipment and is
10 configured to determine an obtained purity of the
removed liquid by analyzing a weight ratio of the
types of carbon nanotubes in the removed liquid, and
the processor controls operations of the process unit
responsive to the analysis of the measurement equip-
15 ment; and
an agitator configured to disperse the compacted gel to
form a dispersed gel, wherein the dispersed gel is
removed from the vessel through the one or more
ports of the process unit to extract at least a portion of
20 the first type of carbon nanotubes from the dispersed
gel.

unit, the process unit comprising:

a vessel that contains an inorganic amine based gel and
a solution, the solution having a first type of carbon
nanotubes with an affinity or miscibility for inclusion
in a gel such that an inorganic amine of the inorganic
amine based gel non-covalently cross-links with at
least a portion of the first type of nanotubes to form an
expanded gel, and a second type of carbon nanotubes
with a different affinity or miscibility from the first
type of carbon nanotubes such that the first type of
carbon nanotubes and the second type of carbon nano-
tubes are separated through a compaction of the
expanded gel causing the second type of carbon nano-
tubes to be removed as a liquid;

a process jacket through which a fluid flows to cool the
vessel in order to enable the compaction of the L



